CONTRACT NO. 95457

L A\WhitetoppIng\SHEETDETAR.S.dgn

TUG PROJ. 3103027

B4 sECTION COUNTY | JOTAL |SHEET
642 [00-00127-00-WR  COLES | 91 | 51
STA. TO STA.

FED. ROAD DIST. K0, |ILLINOIS | FED. AID PROJECT

TYPICAL RUMBLE STRIP APPLICATION

IN_ADVANCE OF AN INTERSECTION DETAIL OF SPECIAL INLET FOR COMBINATION
CONCRETE CURB AND GUTTER (BARRIER CURB)
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SPECIAL INLETS AND OUTLETS SHALL BE TIED TO THE PAVEMENT IN ACCORDANCE WITH

DETAILS FOR LONGITUDINAL CONSTRUCTION JOINT SHOWN ON STANDARD 420001.
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1. All dimensions are In meters (feet) unless otherwise shown. = o (30) [ AS INCIDENTAL TO CLASS SI  CONCRETE OUTLETS.
2. All grooves shall be constructed using a 100 mm (4”) milling head or serles
of 100 mm (4) milling heads capable of cutting to the specifled depth or SECTION A-A 4. WHEN SPECIAL INLET IS CONSTRUCTED ADJACENT TO FLEXIBLE PAVEMENT, THE TIE BARS

SHALL BE OMITTED AND ALL CONSTRUCTION JOINTS SHALL BE PROVIDED WITH A DOWELL

any variable depth. BAR CONFORMING TO ARTICLE 1006.11(b) [(706.11(D)1.

3. This work will be measured for payment per each 7.6 m (25') individual

rumble strip applied and pald for at the contract unit price each for RUMBLE STRIP, 5. THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER m3(CU. YD.) FOR

which price shall Include all equipment, materlal, labor and other I1tems NAME | DATE REVISIONS CLASS SI _CONCRETE (QUTLETS) WHICH PRICE SHALL INCLUDE ALL LABOR AND MATERIAL

required to Install each Individual rumble strip. AS SPECIFIED AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

DESIGNED JoH:M. | 6/88 NAME DATE
NAME | DATE REVISIONS CHECKED P.EK. | 6788 G.AM. (metric) 10/95 | - All dimensions are In milimeters (inches)

DESIGNED TJB 111-2000 NAME DATE CADD NO. A-2.0l D.L.P. 10796 | unless otherwise shown.
CHECKED
CADD NO. C-2.12

VISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION

DETAILS
VERT.
SCALE: HORIZ. DRAWN BY SJF
DATE  02/28/2008 CHECKED BY MED

THE UPCHURCH GROUP, INC., 123 N.15TH ST., MATTOON, ILLINOIS 61938, (217) 235-3177 PROFESSIONAL DESIGN FIRM CORPORATION LICENSE NO. i184-00340!




